
*DuraBlack has been certified by independent laboratories to meet the specifications for certifications A-A-50271 (~MIL-P-514D),
   MIL-STD-15024F, Type L and Standard UL 969.  Visit www.horizonsisg.com/durablack for more information.

MILITARY TOUGH. INDUSTRIAL STRONG. MARKABLE WITH YOUR C02 LASER.

 B Resistant to weather/sunlight fading, abrasion, high  
temperatures, salt-spray corrosion & chemical exposure.

 B Outperforms black anodized aluminum in weather, abrasion, 
high-temperature & chemical testing.

 B Meets several government, industrial & military specifications.
 B Flexible options include 0.005” or 0.020” thicknesses, with or 

without 3M 350 high-performance adhesive.
 B High resolution marking capability ideal for detailed schematics  

or barcode labels.

Multi-Level DuraBlack® Coating

Anodized Aluminum
Performance Adhesive

Certified 
Durability 
for Outdoor 
Applications*

visit www.horizonsisg.com/durablack to order a free sample
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OUTDOOR  SIGNAGE ID AND RECOGNITION DURABLE NAMEPLATES

available from
these distributors

USA:  Bur-Lane, Inc. • Gravograph • Johnson Plastics • LaserBits • Marco Awards Group •  PDU Co.  •  ID Plates  •  Jorlink USA 
Canada:  Engraver’s Express • Canadian Engraver’s Supply • Techno Gestass

*DuraBlack has ben certified by independant laboratories to meet the specifications for certifications A-A-50271 (~MIL-P-514D),
    MIL-STD-15024F, Type L and Standard UL 969.  Visit www.horizonsisg.com/durablack for more information.


